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1.0 Introduction

With the aging fleet of the cvilian and military arcrafts there is an increesng need for
the devdopment of Structurd Hedth Monitoring (SHM) sysems. An effective SHM
gydem can increese the rdiability and reduce the operationa cost of the fleet.
Frequently, the damage to dructures is diffused and/or widdy digtributed, and sometimes
can be inaccessble to conventiona NDE techniques. This is often the case for faigue
damage to compogte sructures and multi-Ste fatigue damage in aging duminum arcraft
dructures.  Currently, most of the NDE of hdicopters and arcrafts is being performed
usng manud techniques. These ingpections are labor intensve and involves sgnificant
vehicle downtime. It is dso difficult to reliably document the NDE data. Periodic large
area surveys on aging ar vehicles can detect widespread fatigue damage, but this is very
expensve and time consuming. Structurd hedth monitoring usng acoudic emisson
technique can effectivdly compliment the depot-based NDE and sgnificantly enhance
the rdiability of arcraft structures. However, for such an acoustic emisson based SHM
technique to be implemented in practice, some of the mgor limitations of the traditiona
acoudtic emisson technique have to be overcome. While the AE technique has excdlent
sengtivity to detect incipient damage growth in structurd members, it is not widdy used
for dructurd hedth monitoring. The mgor limitaion of AE technique is tha a
prohibitively large number of AE sensors and insrumentation channds are required for
monitoring the large number of possble damage dtes on a complex sructure such as

arcraft. An AE sensor that can cover a wide area with complex acoudtical paths, while



retaning the sngle channd atribute can dradicdly smplify AE ingrumentation and
form a key technology for practicad dtructurd hedth monitoring. A didtributed sensor
illustrated in figure 1, and described under section 2, was recently proposed as a means of
achieving this advancement. Such distributed sensors can reduce the complexity, cogt,
and weight of the AE instrumentation. The sensor system can be embedded in composite
gtructures and bonded on the suface of metdlic structures. It can monitor the structure

during flight and provide red-time assessment of crack growth.

4 Channel
AE analyzer
1 Channel
s lole AE analyzer

Preamp D
—

Figure 1 (a) Traditiona acoustic emisson insrumentation and (b) Instrumentation that
USes continuous sensor

2.0 Continuous Sensor and the Unit Cell of the Structural Health Monitoring System

A continuous sensor is formed by combining multiple sensors nodes in a series
arangement that combines the sensor responses into sdngle dectricad output sgndl.
Figure 1 illugrates the formation of continuous sensor and compares the instrumentation
that uses continuous sensor with that of traditiond AE sensor. Continuous sensor can
enable provide a dgnificant increese in the sengtivity with a smultaneoudy reducing the

number of indrumentation channds. The performance of continuous sensor has been



evduaed usng dmulaed AE dgnds as wdl as red flav growth in medlic and
composite materias[1-3].

In addition to this smplification, a unit cdl shown in figure 2(b) was designed to
further enhance the adaptability of the sensor system for weight critical applications such
as those in arcraft or space gpplications. An embeddable local processor that is placed in
the midst of the sensor nodes, can perform both the anadlog signd conditioning induding
amplification and filtering, as wel as the digitd sgnd processng to extract the man
atributes of the detected acoustic emisson sgnd was proposed [5]. The signd
processing will reduce the high volume input data into a compact set of AE parameters
only about ten bytes long for each AE event. The micro miniaurizaetion of eectronics
makes it possble to fabricate such an embeddable processor using current technology.
The illugstration shown in Fgure 2(b) includes an aray of three such unit cells with each
unit cell containing 9 sensor nodes and a loca processor. These locd processors will dso
communicate with a centra processor over a digitd bus and periodicadly upload
processed information to the centrd computer. As illudrated in figure 2, the unit cels
retains the smplicity and scaability of the biologicd nerve cdls, and hence is dtractive
for building hedth monitoring sysdem for large and complex dructures. The fig
generation of loca processors will have the most basic functions required for measuring
the damage growth in the region covered by the unit cel. Further refinements will be

introduced at a later stage.
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Figure 2. Unit cells of the proposed structura health monitoring system. (8) Smplified
illugtration of biologica nervous system, (b) Unit cells with autonomous senang, sgna
processng, and communication cagpability thet are Smilar to individuad nerve cdlls

3.0 Scope of the current work

@ The concept of continuous sensor is evauated usng a composte pane  with
fatigue cracks. The peformance of the continuous crack is compared with that of
conventional acoudtic emission sensor. New sgnd processing technique to extract the
time-frequency information about the individua acoudic emisson sgnds is investigated.
In addition an agorithm for location of the AE source occurring anywhere in a plane is
developed.

(b) An emulator for the locad processor that will be incorporated into the locd

processor was developed.

4.0 Monitoring of smulated AE signalsin an aluminum plate
The current investigation was begun with the characterization of smulated AE sSgnds in
duminum and compodte specimens. The smulated AE dgnds were introduced usng a

0.125" active dement AE sensor as a pulser. This pulser was excited usng a 400 V, 0.2



microsecond wide sgquare wave pulse.  The longitudind wave that is introduced by the

pulser normd to the plate surface excites Lamb waves in the plates that propagate aong

the plane of the plate and has been found to be smilar to AE dgnds generated by

incremental crack growth. The smulated AE sgnds are employed in the present study to

(@ underand how AE waves propagate through different materids, (b) evduate the

working of sensors, () get an gpproximate measure of the attenuation in the structure,
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Figure 3. Smulation of AE sgnas and continuous sensor on an duminum plate

and (d) verify the waveet techniques. Three 0.25" diameter 5MHz ultrasonic sensors

were used as the nodes of the continuous sensor. The highly damped ultrasonic sensors

were chosen for their superior wide band sensing capability, compact size, and their

ability to reproduce the AE sgnds reasonably accuratdy. Traditiond resonant frequency



AE sensors cannot reproduce the AE waveforms fathfully. The dgnds from these
sensors were amplified by 34 dB, and digitized usng aLeCroy digita oscilloscope.

Wavdet Trandorms are rdaivey new technique, which dlows determination of
the frequency spectrum as a function of time usng wavelets as bass function. These
trandorms have been successfully utilized for andyzing various dynamic sSgnads Morlet
wavdet is one of the different families of waveets and it has been successfully gpplied to
ggnd processing. The Morlet wavedet andyss applied to the present waveforms clearly
shows the different frequencies present in the Sgnd and thelr relative amplitudes.

The fird st of ggnd acquistion and anadyss was peformed on smulated AE
ggnd tha propagated on a rdatively large duminum plate. A 48’ x 48" square plate with
a thickness of 0.25” shown in figure 3 was chosen for this study. The pulser as wdl as the
sensors were located adong a diameter of the plate to delay reflected stress waves from
ariving a the sensors.  The relatively short source to sensor distances was necesstated
by the rdaivedy smdl sze of the duminum plate and the desre to separate the man

pulse from the reflections from the edges.
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Figure 5. The Morlet wavelet map of sgna from sensor node 1 on the duminum plate
and the waveform of the sgndl.



The waveform corresponding to the smulated AE sgnd from sensor node 1 is shown in
figure 4. Morlet wavdet andyss of this waveform is dso shown in figure 4. This figure
indicates the presence of severd disinct modes traveling a different velocities.
Frequencies up to 0.5 MHz were seen. The first group of contours in the wavelet map in
figure 4 corresponds to the direct pulse i.e, the stress wave reaching the sensor 1 aong
the shortest path from the source, and in this group of contours the tempora separation of
the different modes reaching the sensor 1 is minimum. The second group of contours in
the wavelet map corresponding to pulses reflected from the plate edges, possbly
overlapping of severd reflections. In this group of contours, the digperson of the sress
waves is easly seen. The durdion of the waveform shown in the figure 4 is 0.5 ms and
this included one set of reflected contours. In a longer waveform, obvioudy, more
reflections would be included and hence the AE signd would gppear more complex. The
waveforms and the corresponding wavelet maps for sensors 2 and 3 are shown in figures

5and 6.
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The differences in the received waveforms at these three source to sensor distances are
quite ggnificant. The presence of the different Lamb wave modes and ther differing
velocities are ®en in the wavelet maps in figure 5 and 6 to a greater extent compared to
the ones seen in figure 4 corresponding to a source to sensor distance of 2°. Even in
duminum plae that hes a rddivey smdl level of atenuation, the pesk-to-peak
amplitudes dropped dgnificantly as the dress wave traveled the rdatively short distances.
For the three source to sensor distances of 27, 67, and 15" sgnd amplitudes were 0.3 V,
0.15 V, and 0.04 V, respectivey. Digperson is one of the contributing factors for this
change in sgnd amplitude. In addition, the waveforms corresponding to sensors 2 and 3
are more complex compared to the first sensor because sensors 2 and 3 captured more
reflected sgna's compared to first one.

The waveform seen in figure 7 is obtaned smply by adding the waveforms
corresponding to sensors a 2’, 67, and 15" shown in the earlier figures. This would
gpproximately the waveform obtained by a continuous sensor with three nodes located a
these three distances. The wavelet map corresponding to this waveform is dso shown in
figure 7. As expected this waveform is dominated by the first hit sensor node, which in
this case is sensorl, and retains the high sgnd to noise ratio, relatively smal disperson,
less dominant reflections from the reflections, and hence grester clarity in the sgnd for
andysis purposes.  This would be true irrepective of which sensor node is hit fird. The
configuration of this hypothetical continuous sensor was chosen for illustration purposes
only and is not optimized. As shown in section on planar location of AE source, under

certain circumstances it is possble to locate the source of the AE sgnd, for such
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capability the sensor nodes should be suitably locate. An ingpection of the wavelet maps
and waveforms clearly indicate the vdue of usng the wavdet andyss. Wavde andyss
cearly indicates the different Lamb wave modes traveling a different velocities and

using wavelet mapsis possible to separate initid pulse from reflected pulses.

5.0 Smulation test on Composite Panel

The peformance of the continuous sensor was evaluated by monitoring the
amulated acoudic emisson dgnds as wel as acoudic emisson sgnds from incrementd
crack growth during fatigue loading on a composite pand. The composite pand used in
this study was 16 inches long, 6 inches wide, and 0.125-inch thick and was prepared from
a woven glass fabric epoxy laminae. This pand had a 0.5-inch diameter at the center.
Two dits gpproximately 0.125” long were cut on ether sde of the circular hole usng a
fine saw as shown in figure 8. A loading fixture for this acoudic emisson sudy was
desgned and built, and the assembly of the plate in the fixture is shown in figure 8. Since
the attenuation of emissons in composte pand is much more compared to duminum
specimens, the proposed continuous sensory system can play a vitd role in capturing the
sggnds before the sgnd gets smdler than the prevailing noise level due to attenuation.
The composte pand was subjected to fatigue load until fatigue cracks gpproximately
0.04-inch fatigue cracks appeared at the ends of both of the horizonta dits.

After pre-cracking the pand, a continuous sensor with six nodes was bonded at
the locations shown in the figure and was connected in sries. One of the Sx nodes of the

continuous sensor was placed a the proximity of each of the two known fatigue crack

13



locations. The objective of these experiments to evaduate the continuous sensor for
detecting fatigue cracks in composite panels. AE source locaion was not planned during
these tests. Copper foils were used for shidding the continuous sensor from RF noise.
The pand was dso indrumented with traditiona single node sensors, which were the 5
MHz sensors, used in the previous smulations. The locations of the continuous sensor
nodes as well as the single nodded sensors are shown in figure 8. The numbers adjacent
to the sensors in this figure are the vertical distances from the horizontal centerline of the
pand. To avoid duttering, only the locations of continuous sensor nodes are shown, but
the sketch is drawn to scae. The single node sensor G is & 2 inches from the right edge
and 1.375 inch dong the verticd direction from notch. C4 was located at a diametricaly
opposite position. The single node sensors G and G were used as guard sensors during
the initid portion of the fatigue loading to ascertain that the sgnds detected by the
continuous sensor were not due to noise from the testing machine or fretting noise from
the gripping plates.

The pulser was used to smulate AE dgnds at two different postions Firgt it was
placed at the location R which was close to one of the faigue cracks, to inject smulated
AE pulses and the sgnds detected from the continuous sensor as well as the single node
sensors G and G, were recorded. Then the pulser was moved to location P close to the

gripping plates and the procedure was repested.

14
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Figure 9: comparison of responses from continuous sensor with sSngle node sensor to
samulated AE events at location P; (&) and (b) Continuous sensor; (¢) and (d) single node
sensor
The waveforms and wavelet maps corresponding to the continuous sensor as well as the
sgngle node sensor are shown in figure 9. For the smulated AE events from location R,
the continuous sensor was found to have somewhat better sendtivity to higher frequency
components of the smulated AE event, which may be patidly attributed to the smaller
source to sensor distance.  Another important feature that is of interes is that the noise
level in the continuous sensor was smilar to that of the commercidly available sensor in
oite of the fact that the continuous sensor had sx nodes and longer interconnecting
cables. The some of the moda components of the sgnd from the continuous sensor
lasted longer duration probably because of the modes successvely hitting the individua
sensor nodes.  Figure 10 shows the comparison of amilar responses when the pulser is
moved to location P,, which results in a longer source to sensor distance for the single
node sensor at G. From a comparison of the waveforms, the sgnd from the continuous

sensor was more than an order of magnitude stronger particularly in the high frequency
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components and hence has far better signal to noise ratio compared to the single node
sensor. It should be emphasized again that the sgna amplitudes in the wavelet maps are
normalized and hence do not reflect the true signa amplitudes.

The smulation illudrates the high level of attenuation present in compodte pand
compared to the duminum plate particularly for the high frequency modes of the acoudtic
emisson dgnds. It dso illudrates the advantage offered by the continuous sensor with

distributed nodes for such stuations.

(b) Pulser isat location 2.
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6.0 Monitoring Acoustic Emission Signals from Incremental Fatigue Crack Growth

The pand was gripped between the loading plates shown in figure 11 and mounted on a
20 ton MTS testing machine. The load from the grips was introduced into the pand
uniformly across the pand width through the gripping plates. To avoid any damage to
the pand in the region over which the load was being introduced into the pand, reatively
thick gripping plates and a tota of twelve bolts were employed a each of the gripping
regions. The bolts were tightened using a torque wrench so that the bolt tensons were
equa in dl bolts. This ensured that most of the load from the sted plates were transferred
to the composite pand through friction dong the interface between the dted plates and
the composite pand, and the posshility of bolt bearing type of damage was minimized.
Acoudic emisson dgnas were collected for severd fatigue load segments with different
load amplitudes. During dl of these segments the load remained tensile throughout each
of the cycles and the R ratio was gpproximately +0.1. At redively low fatigue load
amplitudes AE dgnds occurred intermittently and the sSgnd amplitudes from the
continuous sensor were 50 mV or smaler.  As the fatigue load amplitude increased, the
AE dgnd amplitudes aso increased and they sarted to occur during each of the loading
cycles. To ensure that the signds recorded were indeed from the fatigue crack growth and
were not extraneous noise caused by the hydraulics of the testing machine or the fretting
between the loading plates and composite pandl, guard sensors were positioned near the
gripping plate at locations C; and G as shown in figure 8. A comparison of the time of
ariva of the dgnas from the continuous sensor and the guard sensors indicated that the

ggnas recorded by the continuous sensor were vaid acoudic emisson sSgnds

18



originating from the two fatigue cracks a the center of the pand. After ascertaining the
absence of extraneous noise, the single node sensors were moved from the locations G
and G to locations G and G, near the fatigue cracks so that these sensors are dso are

located at the proximity of the fatigue cracks. The dgnals that are described below were

those that were collected during the largest cyclic load amplitudes.
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Figure 12: The composite pane mounted in the M TS testing machine; (b) closeup view
of the pand with the continuous sensor and the guard sensor.
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Figure 13. Different types of acoustic emisson signas received during the fatigue loading of the composite pand
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Figure 14: The Morlet wavelet maps of the different types of the AE sgnds from continuous sensor
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Severd hundreds of acoudtic emission sgnas from the continuous sensor as well
as from the dngle node sensors were collected during fatigue cycles. Only the sgnds
from the continuous sensor are described in this section. The aacks on either sde of the
circular hole grew approximatdy about 1.5 mm during this period. During this period al
of the incremental crack extensons were expected to be mode | crack extensons and
hence to be smilar in nature. However, the source everts, corresponding to the individud
AE waveforms, could have had severd differences. For example, there could be
differences in the length of the indantaneous crack extensons or some of the materid
features such as locd fiber volume fraction. Even though the waveforms looked smilar
there were minor differences among the shagpes. Based on these shapes, nine
representative waveforms were selected for incluson in this report. These waveforms are
shown in figure 13. The waveforms were origindly recorded a sample rates of 10
million samples/second or gregter. For performing the wavdet andyss, the sgnds were
resampled a 1 million samples per second. Figures 14 show the corresponding wavelet
maps for the nine types of AE dgnds The differences among these sgnas are the
relative magnitudes of the different frequency modes and the duration over which they

are present.

7.0 Planar location of AE sources using continuous Sensors
Earlier [2] continuous sensor was shown to successfully locate AE sources aong a bar.
This procedure is extended for location of AE sources in a plane. This work includes the

devdopment of the agorithm for locating the source usng the dngle channd acoudic
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emisson dgnad from the continuous sensor. lllugtrations of the numericd smuldions are
shown in this section. Figure 15 shows the typicd AE dgnd after the sgnd has been
processed to extract a Lamb wave mode suitable for location. Figure 15(b) shows the
arivd times of the four such pulses used in the numericd dmulaion and the
corresponding deta-t's. Knowing the locations of the individud nodes of the continuous
sensor and the ddta-t's, the dgorithm locates the AE sources. Figure 16 shows the sensor

node locations and a number of AE sources used in the numericd smulaions.
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Figure 15: (a) Sketchillugtrating a hypothetica AE signd from a continuous sensor
monitoring a pane after sgna processing to extract a suitable mode, (b) The ddtat's
obtained in the numerical smulation of the source location dgorithm for planar location.
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Figure 16: The nodes S; to S, (blue squares) of afour node continuous sensor and the AE
sources (red circles) that were detected in the numericad smulation of AE sources
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8.0 Development of the emulator for AE local processor

The Intelligent Structures and Mechanisms (ISM) Lab a NC A&T State Universty has
patented a technique where piezoceramic (PZT) sensors ae used to sense acoudtic
emissons (AE9) reaulting from dructurd fatigue (eg. cracking). Specificdly, they have
patented a continuous sensor aray (CSA), cgpable of dgnificantly reducing the
complexity of SHM systems. A key dement in this noved AE SHM system is a dedicated
local processor chip, which acquires and processes AE signals. To prove the feashility of
this concept a prototype has been developed to emulate the acoustic emission processor
(AEP). The AEP emulator will to be used for fidd-teding and verification of AE
detection dgorithms prior to deveoping a custom very large-scde integrated circuit

(VLS)).

SENSOR

- BUS p.| SENSORBUS
A A \ CONTROLLER
Y Y Y
AEP 1 AEP 2 AEP N
H CSA F H CsA R H CSA F

Figure 17: AE SHM system.

SHM sysems will typicdly have severd continuous sensor arays (CSAS)
interfaced to a sngle “sensor bus’ which would be terminated with a sensor bus
controller. This configuration results in the Structure acquiring the equivdent of a centrd

nervous system. A CSA can have up to 16 nodes connected in a series configuration.
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Each CSA requires a dedicated AEP to acquire, process, and detect AE signds and

interface to the digital sensor bus, as schematically shown in figure 17.

Emulator Description
A PC based simulator/emulator (using custom software and off-the-shdf data acquistion
hardware) has been developed as a means to determine the viability of the AEP/CSA

combination in a SHM system. A photograph of the systlem is displayed in Figure 18.

Figure 18: System for emulation of the AEP.

To minimize devdopment time and smplify reprogramming, the <oftware platform,
“LabView” by Nationd Instruments, has been used. Labview provides a graphica

programming environment to feclitate the implementation of the AEPs dgnd
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processing agorithms. In addition, LabView interfaces directly with the data acquistion
hardware, which in this case, is a high-speed analog-to-digitd converter (ADC) with
custom externd adog dgnad conditioning. Findly, the LabView based sygem dlows
dgorithms to be eadly and quickly be modified to accommodate unexpected conditions

in thefied.

Hardware Description

The hardware condsts of a CSA, a dgnd conditioning gan sage “G”, an anti-diasng
filter (AAF), an ADC, a PC (laptop) and the transducer bus interface module (TBIM).
Figure 19 shows the dgnd flow through these blocks. The PC is responsble for
emulating the function of the AEP.

EXTERNAL SIGNAL
CONDITIONING TRANSDUCER
BUS

| G AAF ADC PC TBIM

Fgure 19: Sgnd flow through the AEP emulator.

Softwar e description

The AEP soft modd performs the tasks of acquiring data from the external ADC,
processing/compressing the data, and formatting the data for transmisson. Figure 20, the
AEP soft modd block diagram, contains dl the functions necessary to implement the

AEP.
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Figure 20: Soft modd of AEP.

By virtue of the soft model implementation, access will be provided to critical parameters
through the graphica front pand or software changes (see Figure 21). Hence, AEP

dgorithms can be optimized prior to committing to acustom VLS redization.

Applications of prototype
The AEP emulator has been through initid testing in the lab and will be reedy for fidd
testing in two to three weeks. With its high degree of reconfigureahility it will be suitable

for any number of different SHM applications.
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Figure 21: AEP emulator front panel.
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Figure 22: AEP emulator in the lab.

9.0 Summary

The concept of Continuous Sensor is successfully applied to monitor crack
extensons in a compodte pand. Different types of acoudic emissons waveforms were
seen. The continuous sensor has severd advantages compared to conventional sensors in

monitoring composite structures.
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